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Abstract: Development of sustainable concrete as an alternative to conventional concrete helps in
reducing carbon dioxide footprint associated with the use of cement and disposal of waste materials
in landfill. One way to achieve that is the use of fly ash (FA) as an alternative to ordinary Portland
cement (OPC) because FA is a pozzolanic material and has a high amount of alumina and silica
content. Because of its excellent mechanical properties, several studies have been conducted to
investigate the use of alkali-activated FA-based concrete as an alternative to conventional concrete.
FA, as an industrial by-product, occupies land, thereby causing environmental pollution and health
problems. FA-based concrete has numerous advantages, such as it has early strength gaining, it
uses low natural resources, and it can be configurated into different structural elements. This study
initially presents a review of the classifications, sources, chemical composition, curing regimes and
clean production of FA. Then, physical, fresh, and mechanical properties of FA-based concretes
are studied. This review helps in better understanding of the behavior of FA-based concrete as a
sustainable and eco-friendly material used in construction and building industries.

Keywords: alkali-activated material; fly ash; short-term strengths; pozzolanic; properties; utilizations

1. Introduction

Concrete as a construction material is extensively used in the construction industry,
with global annual consumption of approximately 25 billion cubic meters [1]. Such high
usage is due to the concrete’s low cost, excellent durability, readily availability of the
constituent materials, and capability to be molded into different shapes [2,3]. Among
different constituents of concrete, binder materials are highly important for development
of hydration in the microstructure of the concrete [4]. Typically, cement is utilized as a
binder in the formation of concrete [2]. It was reported that about 1 ton of CO2 is released
to the atmosphere for the production of one ton of OPC. It was also reported that annually
OPC production releases about 1.5 billion tons of CO2 globally, which is corresponding
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to about 9% of the worldwide total CO2 emission globally [5–7]. For resolving this global
environmental issue of cement production, numerous studies have been performed to
find out a sustainable and eco-friendly supplementary cementitious material (SCM) as an
alternative to cement in concrete production [8–10].

Among different SCMs used in concrete production, fly ash (FA) an industrial by-
product of mineral coal burning made up from fine fuel particles found from flue gases and
coal-fired boilers, and it can be employed as an SCM to minimize cement usage in concrete
for lowering CO2 emissions [8,11–15]. It was reported that more than about 544 million tons
of FA are produced annually around the world and 80% of them are discarded in landfill.
Moreover, FA has been well known as an eco-friendly material because its utilization
reduces carbon footprint of cement production (Figure 1). Using FA at very high content in
self-consolidating concrete and high-performance concrete remained limited and further
research on the topic is highly needed. Recently, substantial effort has been exerted to
develop eco-efficient cement concrete composites [16,17]. FA is called pulverized fuel
ash in the UK [18]. The hopper from where the FAs are collected affects their properties,
and stockiest interviews showed that the cost of FAs had been already increased by 85–
100% in 2012–2016 due to less availability of FA [19]. Despite that, over 6.6 × 107 and
11.1 × 107 tons of FA are generated due to coal-burning for electric power production in
the United States and India every year (for example, occupying 26,304 hectares of land
in India), respectively. Most FA ends up in landfill or surface impoundments as solid
waste, and adequate disposal has been becoming a severe problem. Endeavors to reuse FA
wastes were moderately successful, with only about 42% of FA waste being reduced [20–22].
Under such a condition, utilizing FA in green application technologies is necessary.

Figure 1. Potential percentage utilization of FA [23]. Reprinted with permission from Elsevier [23].
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Recently, substantial efforts have been performed to improve the manufacturing of sus-
tainable cement and the performance of FA-based alkali-activated material (AAM) [16,17].
FA is commonly employed as a pozzolanic material. It is also often employed as OPC’s
partial or whole replacement material in concrete production [24]. Endeavors to reuse
FA squanders were relatively successful, with about 70% of the total waste being re-
duced [20,21]. Figure 2 shows the worldwide production and utilization of FA [23]. FA
together with other pozzolans is broadly approved by many design codes for utilization
as an SCM in concrete, with an FA content of about 55%, according to CEM IV in BS EN
197 [25]. In recent years, researchers have assessed the probability of mixing diverse sorts
of wastes with FA [26–30].

Figure 2. Production and utilization of FA globally (CFA: classified FA) [23]. Reprinted with
permission from Elsevier [23].

In many nations, the construction sector demands an increase in the production of
SCMs, like FA, because of their role in dropping the CO2 emissions caused by cement
production. Focus has turned to produce eco-friendly concrete that utilizes by-product
materials such as FA (Figure 3) [31–33]. An eco-efficient concrete is developed with the use
of FA with numerous advantages, which as early strength gaining, low utilization of natural
resources, and the ability to configure into different structural elements and to stay flawless
for expanded periods without fix works. Therefore, the manufacturing of eco-friendly
and economical concrete composite by waste materials received significant interest all
around the world. Furthermore, this study presents a review of the classifications, sources,
chemical composition, production techniques, curing regimes, and clean production of
FA. Subsequently, physical, fresh, and mechanical properties of FA-based concrete are
investigated. The aim of this study is to help in better understanding of the behavior of
FA-based concrete as a sustainable and eco-friendly material used in construction and
building industries.
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Figure 3. Main constituents of FA and their applications (modified with improvements from Danish [31]).

2. Classification of Fly Ash

Based on ASTM C 618, FA is categorized based on its chemical composition into
two main classes: Class C and Class F [34,35]. These classes of FA differ mainly in the
quantities of four critical constituents in the ash: silica SiO2 (35–60%), calcium CaO (1–
35%), iron Fe2O3 (4–20%), and alumina Al2O3 (10–30%). Moreover, the constituents of FA
depend on the particular coal bed makeup. However, FA constituents can also embrace
some of the following elements typically found in trace concentrations (up to hundreds of
ppm): beryllium, arsenic, boron, cobalt, chromium, cadmium, hexavalent chromium, lead,
mercury, manganese, selenium, vanadium, molybdenum, thallium, and strontium, along
with low concentrations of dioxins and fragrant polycyclic hydrocarbon composites [36].
According to ASTM standards, FA is classified as Class F if the alumina, silica, and iron
contents exceed 70% and Class C if the amounts exceed 50% but lower than 70%.

Class F FA as a pozzolanic material is generally created through bituminous coal
and hard and old anthracite, which encompasses less than 7% lime (CaO) [37]. The color
of FA is a good indicator of their lime content [36]. For example, dark colors reportedly
display a high organic content, whereas light colors mark the existence of high calcium
oxide [37]. The alumina and glassy silica of Class F FA, which contains pozzolanic charac-
teristics, demand a cementing agent, such as OPC, hydrated lime, or quicklime, to react
and give cementitious compounds. Furthermore, Class F FA can produce an AAM polymer
through chemical activators, such as sodium silicate [38–41]. On the contrary, Class C FA
comprises burning coal lignite or younger sub-bituminous that have specific properties of
self-cementing [42]. Unlike Class F FA, Class C FA does not require an activator and the
sulfate (SO4) and alkali contents are more significant than those in Class F FA [43]. The
source of SO3 and CaO in FA is calcium, and the carbon content is generally not calculated
directly but anticipated to be nearly equivalent to loss on ignition (LOI) at 1000 ◦C [44].

The LOI values of FA must be at lowest possible level and are commonly restricted
between 5% and 6% by standards because carbon’s cellular particles raise the demand for
air-entraining admixtures, water-reducers, and water in concrete, resulting in a negative
effect on the concrete’s mechanical properties, durability, and workability. Table 1 shows
the most frequently used specifications for FA and Table 2 tabulated the common properties
of FA.
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Table 1. Specifications for class F and class C fly ash (FA).

Property Specifications Rate Class C Class F Ref.

Optional
chemical

requirements

Fe2O3 + Al2O3 + SiO2 min% 50 70

[35,45–51]

SiO3 max% 5 5
Moisture Content 3 3
LOI 5 5
Available alkalis 1.5 1.5
Pozzolanic activity/cement (7 days) 75 75
Pozzolanic activity/cement (28 days) 75 75

Optional
physical

requirements

Fineness (+325 Mesh) min% 34 34
Water requirement

max%

105 105
Autoclave expansion 0.8 0.8
Uniform requirements2: Fineness 5 5
Uniform requirements2: Density 5 5

Optional
physical

requirements

Cement/Alkali Reaction: Mortar
expansion (14 days) – 0.020

Multiple factors (LOI x fineness) – 255
Uniformity requirements: Air
entraining agent 20 20

Increase in drying shrinkage 0.03 0.03

Table 2. Common properties of FA.

Parameters Range Refs.

Uniformity coefficient 3.1–10.7
Permeability (cm/s) 8 × 10−6–7 × 10−4 [52]
Compression index Cc 0.05–0.4
Consolidation coefficient Cv (cm2/s) 1.75 × 10−5–2.01 × 10−3

Specific gravity 1.90–2.55 [23]
Internal friction angle (j) 300◦–400◦

Cohesion (kN/m2) and Plasticity Negligible and non-plastic
Maximum dry density (g/cc) 0.9–1.6 [31]
Optimum moisture content (%) 38.0–18.0

3. Source of FA Material

FAs are by-products of burning coal generating electricity in thermal power plants and
produces by flue gases using electrostatic precipitators (ESPs) [53]. In practice, geopoly-
mer concrete has two primary constituent materials: (a) dry materials; and (b) alkaline
liquids [54]. Geopolymer concretes dry materials are the basis of aluminosilicate, and
therefore, have to be rich in aluminum and silicon (Si) [55]. Such dry materials are in the
form of natural minerals (e.g., clay, micas, kaolinite, alousite, and spinel). Moreover, the
constituents of FA depend on a particular coal bed makeup; yet, they might contain some of
the following substances found in trace concentrations (up to hundreds of ppm): crystalline
phases of silicon and heterogeneous glassy iron, calcium, aluminum, and magnesium [54].
Also, chemical analysis has indicated that FA compounds serve as the oxides of these
elements (Table 3), and they occur as aluminosilicate glass interposed with a small segment
of crystalline elements, such as mullite, quartz, magnetite, hematite, and aluminosilicate
glass or elemental siliceous [36]. Figure 4 shows the Treatment techniques for incineration
fly ash, to determine the effectiveness of obtaining environmentally stable content, and
finally, to find potential applications for incineration fly ash based on determining the
processing suitability, efficiency, and environmental impact of incineration fly ash for its
applications [56].
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Table 3. Distribution of characteristics of different oxides production technique of FA.

Category Oxide Diffusion Effective Agent Ref.

Network
formers Fe3O4

– Usually available in
Magnetite and surface of
soluble vitreous.

– Fe-distribution does not
exhibit any particular
correlation to Si and Al.

– Iron-rich FA particles are
mostly solid and spherical.

Aluminum oxide. [57–59]

Fe2O3
– Concentrated in the

exterior hull.
The boiling degree of silica is

unlike iron oxide. [60]

Al2O3

– Al/Si ratio in all density
fractions of high-Ca FA is of
the same order of
magnitude.

– Enriched in the cenosphere.
– Poor FA spheres’ outer layer.
– Very small percentage is

available as 6-coordinate in
mullite which does not react.

– Mainly in 4-coordinate
associated with silicon in
FA glass.

Aluminum oxide and silica have a
similar boiling point of 2980 ◦C

and 2950 ◦C, respectively.
[39,57,61,62]

SiO2

– SiO2 is not reactive in the
crystalline quartz and
mullite form.

– Poor in FA spheres’
outer layer.

– Mainly available as FA
glassy contents revealed 4
percent of silicate is available
in quartz form.

Silica’s crystalline degree is chiefly
controlled by the coal type, cooling

process, and combustion
temperature.

[39,57,58,63]

Network
Modifiers

MgO
Na2O
K2O

– Vary largely in different
density fractions of FA.

– Rich in water-soluble
contents.

– Associated with total glass
content.

– Concentrated in the
exterior hull.

The boiling points that are the
same in these components are

smaller than silica and aluminum
oxide, which produces a more

volatile concentration of
constituents in the outer layer.

[39,61,62]

CaO

– The maximum CaO content
limited in the glassy particles
could be near to anorthite
(<25 wt. %).

– Rich CaO in water-soluble
contents, including free and
anhydrate lime.

– Rich in terms of fine particle
size ranges and focused in
the exterior hull.

– CaO content is large
regarding phosphorus or
sulfur, which is ascribed to
the calcium oxide bearing
minerals decomposition
including gypsum in coal.

The calcium oxide mineral
distribution will be controlled by
the presence of SO3 and free lime. [60–62]
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Figure 4. Procedure diagram of incineration fly ash [56]. Reprinted with permission from MDPI [56].

4. Clean Production

Generally, the constituents of FA classically include Fe2O3, SiO2, CaO, and Al2O3; and
such compounds exist in the form of crystalline oxides and amorphous in several miner-
als [64]. FA particles are typically fine like cement and contain glassy rounded particles
and residues of magnetite, quartz, hematite, mullite, char, and other crystalline phases
formulated while cooling [61]. FA comprises heterogeneous combinations of crystalline
and amorphous (glassy) phases [16,24,65]. It is reported that wood fly ash particles have
irregular shapes while other ash particles show approximately spherical shapes. as shown
in Figure 5 [66]. Moreover, the glassy phases are typically 60–90% of the total mass of
FA, with the residual segment of FA composed of diverse crystalline phases [64]. FAs
characteristically comprise less calcium and more silicon than OPC and slags, thereby
showing that SCMs with high calcium content can have their cementing characteristics.
Figure 6 demonstrates the Al2O3, SiO2, and CaO contents in OPC and SCMs [67]. The
FA properties vary based on the hopper from where it was accumulated [68]. However,
the farthest ESP hopper may have the greatest density, finest particle size, highest glass
content, and lowest carbon content [69].
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Figure 5. Scanning electron micrographs (SEMs) of cement and fly ash. (a) Cement; (b) Class C;
(c) Class F; (d) SW1; (e) SW2 and (f) Wood [66]. Reprinted with permission from Elsevier [66].

Figure 6. Ternary diagram of supplementary cementitious materials (SCMs) [67]. Reprinted with
permission from Elsevier [67].

FA is manufactured from coal combustion in electric utilities or industrial boilers
(Figure 7) [70]. In that sense, coal-fired boilers have four main types: fluidized-bed com-
bustion (FBC), pulverized coal (PC), cyclone, and stoker-fired boilers. PC boiler is the most
common and is regularly used for outsized electric-generating units, whereas the other
boilers are more prevalent in cogeneration or industrial facilities [55]. FA is caught at a time
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when the exhaust gas stream passes filter fabric collectors (generally in baghouses) or the
flue gases through ESPs using a pollution control system (PCS) obtained in a combustion
chamber [71]. Depending on the efficacy of the PCS, a minimal amount of FA can be passed
to the atmosphere. A dry bottom furnace is the most used coal-burning furnace [72]. About
80% of the total ash leaves, as FA, is available in the exhaust fume when crushed coal is
burnt at a dry-bottom boiler [73]. Alternatively, pulverized coal burnt in a wet-bottom
furnace will result in 50% of the ash reserved in the furnace while the remainder entrained
in the flue gas [19].

Figure 7. Diagram of clean production of FA (coal→ FA) [70]. Reprinted with permission from Elsevier [70].

On the other hand, in a cyclone furnace, up to 70–80% of the total ash that is retained
as boiler slag from the crushed coal is utilized as fuel [74], while merely 20–30% of the total
ash leaves the furnace in the flue gas as dry-ash [73]. Table 4 shows the global production
and consumption of FA [75,76]. The quality of the produced FA relies on its source and
characteristic of the coal being scorched.

Table 4. Global production and consumption of FA.

Type Million Tons Year Ref.

Larger producer India (112/per year) 2019
[75,76]

Consumed
3840 2015
4032 2032

Fly ash market US$4.13 billion and US$6.86 billion in 2018 and 2026, respectively.

Moreover, FA comprises considerable amounts of Al2O3, SiO2 (crystalline and amor-
phous), and CaO; and these core minerals are constituents in coal-bearing rock strata under
different guidance standards used for FA quality assurance (Figure 8). Reportedly, the
physical and chemical properties of FA differ based on the source of coal, combustion
methods, and the particle shapes [4,17].



Materials 2021, 14, 4264 10 of 41

Figure 8. Guidance standards used for FA quality assurance.

5. Chemical Composition

FA’s chemical composition relies on the coal source and the boilers’ functioning
parameters (Table 5) [72,77,78]. However, as a result of mineral variable sources and
processes, mineral admixtures differ considerably in chemical compositions and when
added to cement [79]. The chemical properties of FA are extensively influenced by the
burnt coal’s chemical content, such as anthracite, bituminous, and lignite [80].

FA materials harden when they are still suspended in exhaust gases and are produced
by filter bags or electrostatic precipitators [81]. Furthermore, the particles that harden
rapidly while suspended in exhaust gases commonly range from 0.5 µm to 300 µm and are
spherical in shape [82,83]. The essential significance of fast cooling is to crystallize certain
minerals, while quenched glass and amorphous remain. However, certain refractory stages
in pulverized coal remain crystalline and do not dissolve totally [83]. Consequently, FA
becomes a heterogeneous material, and Fe2O3, Al2O3, SiO2, and sometimes CaO are the
principal chemical constituents of different FAs. The mineralogy of FA is highly varied [84].
The critical stages faced are a glass phase composed of mullite, quartz, iron oxides, hematite,
maghemite, and magnetite [84,85].
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Table 5. Chemical composition of FA reported in different studies.

Year
Chemical Composition

Ref.
Al2O3 SiO2 Fe2O3 CaO TiO2 K2O SO3 Na2O MgO

2003
31.5 53.7 5.5 2.0 0.7 2.4 0.6 0.8 2.6 [86]
28.6 61.9 4.3 0.8 1.1 1.3 - 2 - [87]

2009
24.24 62.79 3.86 1.78 - - - - 1.28 [88]
20.46 65.64 4.64 2.50 0.36 2.65 0.19 0.60 2.21 [89]

2010
25.95 63.66 2.84 1.19 0.74 2.90 0.25 0.48 0.86

[90]20.85 64.64 4.05 2.24 0.31 3.19 0.24 0.93 1.85
2011 24.67 64.75 3.20 1.01 - 3.09 0.16 0.88 1.64 [91]
2015 16.7 73.1 1.95 1.05 0.35 3.94 - 2.42 - [92]

2016

33.55 61.24 1.12 0.97 - 0.60 0.30 0.50 0.96

[93]
26.7 64.4 4.0 3.9 - - - - 1.5

28.95 47.19 12.59 5.17 1.06 2.24 0.00 2.27 0.15
21.49 64.61 2.75 4.85 0.91 1.80 0.00 3.34 0.10
25.13 49.49 1.99 14.69 0.00 2.23 - 3.12 3.35 [94]
25.34 65.16 3.43 0.91 - 2.38 0.12 0.41 1.35

[93]
32.4 60.1 3.6 3.1 - - - - 0.8

18.98 60.88 9.97 3.08 0.35 2.73 0.33 0.72 2.11
28.9 56.4 11.7 1.6 - - - - 1.5

25.81 60.45 5.20 0.00 1.56 3.62 - 1.09 2.28 [94]
2017 27.51 51.36 13.05 2.59 1.08 3.16 - 0.53 0.23 [95]
2018 29.70 62.21 3.53 0.90 1.20 1.70 - - [96]
2019 55.0 80.0 44.7 52.0 3.7 11.0 - 3.9 15.0 [75]
2020 25.8 55.7 6.9 8.7 - - 0.6 - - [31]

Furthermore, few other stages are frequently documented: free lime, anhydrite, cristo-
balite, calcite, periclase, halite, sylvite, portlandite, rutile, and anatase [72]. The Ca bearing
minerals are gehlenite, anorthite, and akermanite, and several CaAl2O4 and Ca2SiO2, such
as those present in OPC, are well-known in several Ca-rich types of FAs [68]. The mercury
content can be up to 1 ppm and is commonly involved in the range of 0.01–1 ppm for bitu-
minous coal [85,97]. Other trace component concentrations differ by the type of coal burnt
to form it [98,99]. Apparently, for bituminous coal, the trace component concentrations are
analogous to the trace component concentrations in clean soils, given boron’s remarkable
exclusion [98,100].

Mineralogical Composition

FA’s mineralogical composition is generally affected by its type and source [101]. FAs
usually contain a small crystalline material and glass/non-crystalline particles (≤90%) [102].
Certain unburned coals are often composed of ash particles relying on the scheme and
burning procedure. Besides, given a considerable volume of glassy material, each FA may
include mullite, quartz, magnetite, and hematite (Figure 9) [103,104]. Quartz is naturally
a non-reactive material during FA hydration and its content varies from 4% to 23% in
FAs [105]. Quartz with crystallite typically has a size that exceeds 125 µm, and its clean
structure is mainly from the coal named primary quartz. The next quartz is generally
shaped from cooled ash after combustion; thereby, highlighting large matrix parameters
and crystallite sizes not exceeding 125 µm. Thus, the crystalline mineral content is within
the range of 11–48% [57]. Mullite is mainly created through coal combustion by disinte-
grated clays, and its crystal composition is shaped in the cooling stage [104,106]. Mullite
has low reactivity and thus does not contribute to the hydration process. The hematite and
magnetite contents in all FAs are typically limited to less than 5% [104]. In sub-bituminous
FAs, the crystalline stages may involve alkali and calcium sulfates [107]. The reactivity
of FAs is associated with the noncrystalline stage and glass. High calcium FA is inclined
to have minimal mullite content limited to 0.86–1.14% considering low initial alumina
content or a high possibility of alumina to form feldspar and tricalcium aluminate [108].
Furthermore, a low-calcium FA comprises nearly 3–24% mullite [57,105,109]. The glass’s
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chemical composition may prompt the high reactivity of high-calcium FAs. According to
previous research findings, more than 188 mineral groups and 316 individual minerals are
recognized in FAs [101,110], and the glass composition in high- and low-calcium FAs differ
from each other. The mineral composition is commonly more multifaceted in high-calcium
FAs, which has been identified to have large volumes of crystalline C3A (4–8%), CaO
(1–2.5%), and C4A3S (1–2.5%) than in low-calcium FAs [111]. Furthermore, the large size
segment of FA, within 45 µm to 75 µm, is commonly supplemented with first quartz [104].
Besides, the anhydrite content (limited to 10% in high-calcium FAs) is reasonably high
because the coal that produces high-calcium FAs has high sulfur content [59].

Figure 9. Crystalline phases for different FAs [103]. Reprinted with permission from MDPI [103].

6. Typical Curing Regimes of Fly Ash-Based Concrete

The typical curing regimes (water and steam curing) are given in detail in this section
to help understanding the impact of curing on the hardened state of FA-based concrete.

6.1. Water Curing

Curing protects concrete from evaporation, temperature extremes, and the negative
influence of cement hydration [77]. Fresh concrete must have adequate water content
for hydration process to gain potential strength, improve durability performance, and
maintain chemical reactions at a rapid and continuous rate [78]. After concrete casting,
each test specimen must be stored in the casting room at approximately 30 ◦C to be later
demolded after 24 h for water curing [112]. In water curing, sufficient time is given
and the concrete gains its strength rapidly between 3 and 7 days; thereby, achieving the
desired strength prescribed in design codes [82]. Curing time and temperature are the
most influential factors in FA-based AAM’s compressive strength. However, Adam [113]
stated that AAM could solidify quickly at room temperature and exhibited compressive
strength of at least 20 MPa after 4.5 h at 20 ◦C and approximately 70–100 MPa after 28 days.
A group of researchers performed tests on AAM mortars and found that the maximum
strength of FA-based AAM is achieved in the first two days of curing [114]. Reportedly,
elevated temperature curing enhances the strength by removing water from the FA-based
AAM; thereby, initiating the failure of capillary pores in a dense structure [115]. FA-
based AAM could be remedied at room temperature, but its strength grows gradually
and continuously, and thereby, requires extended curing time [116]. Nasvi et al. [117]
discovered that the crack initiation thresholds and crack closure of FA-based AAM cured
at high temperatures (60 ◦C–80 ◦C) were higher (30–60%) than those remedied at air
temperature (23 ◦C and 40 ◦C). Nonetheless, sustained curing at elevated temperatures
disrupted AAMs’ rough composition, causing dehydration and extreme shrinkage and
lowering the desired strength [118].



Materials 2021, 14, 4264 13 of 41

6.2. Steam Curing

Steam curing is a standard heating method by transmitting heat to the FA-based AAM
paste through steam. The heating varies and requires an extended time to achieve the
desired temperature. Microwave heating depends on the inner energy debauchery related
to molecular dipoles excitation in electromagnetic fields and conveys quick and constant
heat [119]. In steam curing, concrete is permitted to dry in the air with strength of about
50% of that of moist-cured concrete after water curing for 28 days from casting [77,78,112].
The test can be performed in line with BS 1881: Part 110 [120]. The AAM that is cured
in the absence of high heat can be utilized in other areas beyond precast members [121].
Manesh et al. [122] prepared FA-based AAM pastes with sodium silicate (Na2SiO3) solution
and 10 mol/L sodium hydroxide (NaOH) remedied for 5 min below 90 W microwave
radiation by further heating at 65 ◦C (6 h), and compared the compressive strength with
FA-based AAM cured at 65 ◦C (24 h). Radiation of microwave creates dense microstructure,
accelerates the FA dissolution in an alkali solution, and reduces the curing time [123].
Moreover, AAM can attain higher compressive strengths through oven curing compared
to that of ambient curing [124].

7. Physical Properties

FA’s physical properties are significantly affected by their particle size. Table 6 shows
the physical properties of FA obtained from different studies.

7.1. Density

It was reported that, typically, FAs have an average diameter of less than 10 µm, which
makes them very fine particles [52]. In addition, FAs are considered to have a high surface
area and a low-to-medium bulk density [125]. The density of FA is a crucial parameter
because it affects the permeability, compressibility and strength of FA [36].

Table 6. Physical properties of FA.

Properties The Range
(Average) Ref. [126] Ref. [127] Ref. [128] Ref. [129] Ref. [130] Ref. [131] Ref. [23]

Density (g/cm3) 0.9–2.6 <1.65 2.17 1.2–2.23 1.9–2.55 2.30 1–1.7 2.03

Bulk Density (g/cm3) 0.5–1.7 ~1.23 1.26 0.99 1.6–1.8 0.57 –1.7 0.54–0.86 0.60–1.8

Particle Shape (µm) Spherical/
Irregular Spherical Spherical/

Irregular Spherical

Average particle size
(µm) 0.5–300 >150 1–150 6.92 10–100 ~170 0.5–300 10–100

Color Grey/Dark
Brown/tan Grey Grey/Dark Whitish grey Tan–light Tan–gray Brown/grey White

Specific gravity
(g/cm3)

1.90–3.20 2.23 2.18 2.29 2.25–3.15 1.9–2.55 2.1–3.0 1.8–2.1

Pozzolanic activity
index at 28 days (%) 75–100 79.9 <75 - 80 80–95 75 75

Fineness, passing 45
µm (%) 12–55 83.2 32.5–52.5 >53 34 12.5 34 40

Soundness,
Le-Chatelier (mm) 10 - 10 - 10 10 10 10

Furthermore, compaction could be used to increase the density of FA by reducing
the volume of air [77]. The compacted unit weight relies on the material properties (i.e.,
particle shape, moisture content at compaction, gradation, and plasticity) and the method
and amount of energy application. The maximum density of FAs differs from 0.92 g/cm3 to
1.42 g/cm3, and their moisture content varies from 18% to 45% under the standard Proctor
compaction effort [132]. Low densities are attributed to the low specific gravity (SG) of FA.

Curing can significantly influence FA-based AAMs’ strength by varying the density
and porosity of the AAM [133]. The density and pore structure of FA-based AAMs facilitate
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moisture discharge and help to avoid failure during heating process. For example, the
AAMs activated by sodium hydroxide display a rapid strength weakening and a high
shrinkage at a temperature of 800 ◦C, whereas those activated by KOH displays a substan-
tial upsurge in strength while heating and strength weakening start at around 1000 ◦C [134].
The inclusion of a foaming agent at low concentration causes porous structures with less
density in AAM. Zhu et al. [135] made ceramic foams by adding 40% FA, and the sintered
foams exhibited a bulk density of 0.46 g/cm3, compressive strength of 5 MPa and ther-
mal conductivity of 0.36 W/mK. The increase in density and long-term pozzolanic action
of FA has been attributed to free lime, resulting in a few bleed channels and decreased
permeability [133]. Furthermore, spherical particles, instead of crushed ones, displayed a
higher packing density at the wet state. It was found that FA has a very minimum variation
to density due to moisture content comparing to natural soils [136]. FAs can be more
insensitive to moisture content variation than other materials considering their high air
void content. Voids limit the accumulation of pressure in the pores during compaction
with the water content [5,137]. Small and spherical FA particles fill voids or airspaces
and increase density [138,139]. These observations reveal that the moisture content in FA
can be conveniently controlled in the field if FA is utilized as an embankment fill. The
geometric specific surface area can be calculated by Equation (1) assuming that particles
are impeccably circle molded [128].

Geometric specific surface area =
0.6
D

Particle density
(1)

where D is the particle size. Normalized dry unit weight (γdn) can be expressed by
Equation (2).

γdn = γd
Gstd
Gm

(2)

where γd is the dry unit weight of a given material (kN/m3); Gm is the SG of a given
material, and Gstd is the standard estimation of SG regarding which of the plots are
standardized.

7.2. Specific Gravity (SG) and Grain Size

The SG is determined in accordance with ASTM D 854. SG of a material depends on
several factors, including chemical composition, particle shape, gradation, the proportion
of cenospheres, iron-rich magnetite, and unburned carbon particles [97]. In general, the SG
of FA typically varies from 2.1 to 3.0, whereas its specific surface area could well change
from 170 to 1000 m2/kg [132], indicating that a reduction in FA density is mainly due
to the decrease in its SG. The SG ranges from smaller values of 1.90 for sub-bituminous
ashes to larger values of 2.96 for iron-rich bituminous ashes [140]. Specific sub-bituminous
ashes have a reasonably low SG of approximately 2.0, indicating that hollow particles (i.e.,
plerospheres or cenospheres) are found in substantial amounts in the ashes [141–144]. Even
in the same FA, the SG of coarse particles is minimal given the high carbon content; and
considering the low SG, FA has a low unit weight [145]. Furthermore, replacing cement
with FA on an equal weight basis increases the paste volume because the SG of FA is smaller
than that of cement [146]. Equations (3)–(5) may be used to determine the bulk, submerged,
and apparent SGs, respectively. In these equations. A is oven-dried sample weight, B is
the submerged specific gravity (SSG) sample weight in air and C is the saturated sample
weight.

SG =
A

(B−C)
(3)

SSG Bulk =
B

(B−C)
(4)

Apparent SG =
A

(A−C)
(5)
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7.3. Strength Activity Index

The pozzolanic reactivity of a material is quantified by an ancillary method to deter-
mine the strength activity indicator [77,78]. The strength activity index (SAI) test is applied
to ascertain if the use of FA or natural pozzolan results in an adequate strength develop-
ment level in concrete [5]. In principle, two test specimens’ sets are used to determine
SAI: one is with 100% OPC as a reference and the other with a standardized part of the
OPC substituted by the corresponding pozzolan material, as shown in Table 7. The two
specimen sets are verified for compressive strength after curing. Therefore, SAI of the mix
with pozzolanic material is determined by Equation (6).

Strength activity index (SAI) =
σPozzolanic mix

σReference
(6)

where σ is strength. SAI is higher for mixes with fine FA than those with coarse FA [147].
Fine FAs improve mortar workability through improved packing, and reduced water
demand caused by the ash particle spherical shape [77,78,148]. It is reported that when FA
is used by up to 35%, SAI is only 52.6% [149,150]. It is also found that the most significant
improvement is observed in mortar containing 50% fly ash whose 28 days compressive
strength is improved by about 31% due to addition of 8% UFFA (Figure 10) [151]. Based on
ASTM C 618, the minimum SAI of mix with FA is 75% compared to that of the reference
mix at 28 days when 20% of OPC is replaced with FA. This hints that the SAI of insoluble
materials depends more on their particle size and less on the curing ages [152]. FA-based
concrete with a insoluble material with smaller particle size has a greater SAI than that
with larger particle size. SAI remains constant even when FA with large particle size is
used because FA with large particle size has low pozzolanic reactivity [152,153]. The acidic
oxide content is not a contributing factor for determining SAI of FAs within the acidic oxide
content range of 65–68%. SAI differs broadly between 64% and 100%. No significant trend
was reported for Class F FA. Furthermore, the FA-based mortar used for measuring SAI in
ASTM C 618 is centered on the postulation that FA is 100% as efficient as cement, thereby
implying a one-to-one replacement. Equation (7) is applied for calculating SAI in ASTM
C 618.

Cequ = (1− P%)× (C + F) + Fe f f K× (P%(C + f )) (7)

where Ceq = cement equivalent, which equals to 500 g; F = mass of FA in g; C = mass of
cement in g; Feff = FA efficiency; and P% = percentage of FA. F = 0.25 × C.

Table 7. Comparison of measurements in standards for the properties of pozzolanic materials.

Property EN 13263 ASTM C 1240

Reference mix
225 g of distilled water
1350 g of standard sand
450 g of test cement

242 g of distilled water
1375 g of standard sand
500 g of test cement and X g of Flow
agent (superplasticizer)

Pozzolanic (by replacement) 45 g 50 g

Superplasticizer
(Flowability determined using specific
equipment)

Superplasticizer is inappropriate with
EN-934-2. As much superplasticizer as
necessary to determine the standard flow
(±5 mm).

Dry high range water reducer in
conformity with C494 Type F. Adding
superplasticizer to gain a flow mixture of
100–115% (summation of 4 measurements
which done with a special caliper).

Curing (after 24 h in the mold) Submerged in 20 ± 1 ◦C water
temperature for 27 days.

In airtight glass containers at temperature
of 65 ± 2 ◦C for 6 days.
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Figure 10. Strength activity index versus type of mixes with ultra-fine FA [151]. Reprinted with
permission from Elsevier [151].

7.4. Color

Color is a physical property to qualitatively predict the lime content of FA [36]. The
color of FA and its influence on the final concrete color may also be necessary [16]. Color
is affected by the absorption of water by the formwork material [83]. During the first
weeks after concrete casting, a variation in color can be seen while the cement’s hydration
continues [83]. In general, fresh FA-based AAM typically displays dark color and a shiny
appearance. FA is gray, mainly alkaline, and abrasive, with the pH ranging from 9 to
9.9 [16,154,155]. The color of FA can differ from tan to gray and to black, as shown in
Figure 11, based on the chemical and mineral constituents and the quantity of unburned
carbon in the ash [36,156,157]. A light color indicates low carbon content, and dark colors
suggest a high organic content [37]. Lignite or sub-bituminous FAs are typically light tan to
buff in color, thereby signifying reasonably low quantities of carbon and certain calcium or
lime availability. Bituminous FAs frequently have a shade of gray, with the light shades of
gray commonly signifying a high ash quality [37]. Besides, iron content is usually signified
by a brownish color, while unburned content is typically characterized by a dark gray to
black color. FA coloring is regular for each coal source and plant. Unburnt carbon and iron
contents affect the light color, which varies from brown to opaque, water-white to yellow,
or orange to deep red [158].

Furthermore, based on EN 450-1 and ASTM C 618 standards, a rise in LOI lowers the
FA quality. For example, larger carbon content could contribute to mixture segregation and
concrete discoloration. Moreover, the color of concrete containing FA can change with an
increase in temperature [159].

7.5. Particle Shape and Size

FA comprises fine and powdery particles that are mainly round in shape [36]. Table 8
shows the typical grain size and grading quality of FA. FA is either hollow or solid, and
generally glassy with size of ranging typically 10 to 100 µm depending on the source
of material (Table 8) [133]. Specific ashes could be coarser or finer than OPC particles.
Furthermore, FA particles are commonly spherical in shape, including cenospheres with
0.2 to 1.1% of the total FA weight. The particle morphologies of FA mainly affect the
fluidity of the concrete and are mostly governed by the temperature of combustion, cooling
rate, and particle composition [39]. The particle size differs depending on the combustion
technique and coal source and is usually limited between 1 µm to 200 µm [39]. Most of
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FA’s reactive particles have diameters of less than 10 µm and angular particles make up
the carbonaceous material in FA [140].

Figure 11. FA with gray to black color compared to the other identical SCMs [8]. Reprinted with
permission from Elsevier [8].

Table 8. Review on grain size and grading quality of FA.

Class of
FA Year Grading

Quality
Curvature
Coefficient

Uniformity
Coefficient Notes Ref.

F

1990 Low

1.56 4

Used for foundations of buildings and roads [160]
-

3

2.4

2.8

High 1.82 9

2001

Low

0.95 2.14

About 70% of FA are made of particulate matter with a
diameter of 2–60 µm (size of silt), 25% with diameter
60–200 µm (size of fine sand) and 5% with
medium-sized sand (200–600 µm).

[161]

0.76 3.67 In general, the FA particles have a size equivalent to that
of the sludge, the Gulbarga FA being better than the
others. Neyveli FA and Vijayawada FA are very similar
in size.

[162]0.95 2.14

0.74 6.67

2003
1.01 4.82 FA can be classified as a non-plastic ML-type sludge,

following the unified soil classification system. [163]
0.9 5.65

C 2004 High 1.03 11.2

The particle size analysis was conducted using
hydrometer and sieving methods (ASTM D 422, D 1140).
The distribution curve of grain size indicates most
sludge size uniform material.

[164]

Low
1.04 3.16

Indian coal FAs consist predominantly of silt-size
fraction and some clay-size fraction. [165]

2.47 5.5

High 1.14 6

Low
1.09 1.59

0.61 5.7
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Table 8. Cont.

Class of
FA Year Grading

Quality
Curvature
Coefficient

Uniformity
Coefficient Notes Ref.

F

2005 High

1.68 50 Original FA with 31% (average size of 19.1 µm) was
retained on No. 325 sieve (45 µm). All classified FA
(average size of 6.4 µm) passed through No. 325 sieve.

[166]2.39 22

1.01 10.3
- [167]

2.98 36.5

2007 Low 3.21 3.67 Cu and Cc values were mentioned as per Indian
Standard Procedure. [168]

High 1.96 7 FA has particles the size of clay (5%), sand (17%), and silt
(68%). [169]

2010

Low

0.94 4.02 The particle size analysis was carried out by wet
dispersion method in water using a Malvern 3601
particle size analyzer.

[170]0.93 3.96

0.91 4

2011
18.15 30

- [171]
26.42 28

2012 0.67 16.67 The distribution of particle size was attained from laser
granulometry. [172]

C 2013

High 1.2 12.5

- [173]
Low 0.91 6

High 1.05 18.8

1.08 13.8

F

2014

Low

1.8 7.5 FA was 85.4% finer than a No. 200 sieve (0.075 mm
diameter) [174]

2016 1.12 2.13 - [175]

2018 1.55 5.88 86.6% FA passed 75 µm sieve [176]

2019 3.12 5.44 - [177]

Most bituminous coal FAs have a particle size distribution comparable to that of
silt (less than 0.075 mm or No. 200 sieves) [36]. Furthermore, sub-bituminous coal FA is
usually slightly coarser than bituminous coal FA, even though the former is in silt size
(0.074–0.005 mm). Such particles seem to be solid, while the larger residual particles seem to
be parts of hollow, thin spheres comprising much smaller size particles [133]. For example,
the N-carboxymethyl chitosan biopolymer coating of FA particles and N-carboxymethyl
chitosan are well-combined into the AAM structure [178]. The addition of nano-silica
(up to 3%) into FA-based paste results in an increase in the flowability since the spherical
shape of nano-silica has a ball-bearing influence on FA particles [179]. The LOI of FAs
must be low and usually restricted to 5–6% by standards. The cellular particles of carbon
increase the requirement for water in concrete, increasing the amount of water-reducer,
which influences the properties of concrete [140].

7.6. Fineness

The fineness of FA is important as it affects concrete workability and the rate of its
pozzolanic activity. Standards require FA with at least 66% passing the 0.044 mm (No.
325) sieve [77]. Dry- and wet-sieving (ASTM C 311 and ASTM C 430) are frequently
used for measuring the fineness of FAs. Hydration rate is also dependent on particles’
fineness [97]. A high fineness is necessary if a quick strength is required [180]. Previous
research illustrated that the fineness of FA had a significant effect on the characteristics
of hardened or fresh mortar and concrete [181]. The fineness of FA can improve sulfate
resistance, lower the expansion, and influence the demand for water and compressive
strength of mortar [28].
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SAI of finer FAs is larger than that of coarser FAs. Finer FAs improve mortar’s worka-
bility because the ash particles’ spherical shape provides enhanced packing, lubricates the
paste, and reduces water demand [182]. This is similarly recognized as the ball bearing
effect [77]. Although numerous studies examined the effect of ambient condition on the
hydration of FA-based pastes, percentage of FA content and water-to-cement (w/c) ratio,
only a handful of them evaluated the impact of the chemical composition of FA on concrete.
FA’s composition reportedly influences the pore solution’s composition and the hydration
kinetics of FA-cement pastes [182]. Furthermore, the fineness of FAs largely relies on the
grinding of the coal and the operational settings of coal crushers. A fine gradation usually
ends up in reactive ash and comprises minimal carbon. The fineness of FA has been widely
reported that has a vital effect on th strength development. The permeability and porosity
of pastes are affected by the fineness, shape, and content of FA [183]. The porosity increases
with an increase in the replacement level of FA and reduces with a rise in the fineness
of FA [28]. Despite a rise in the total porosity of concrete upon incorporating FA, the
penetrability decreases given the refinement of pores [184]. It was also reported that the
chemical composition of FA has a slight effect, and the fineness of FA has the main impact
on the early hydration rate of concrete [185].

7.7. Pozzolanic Activity

Pozzolanic activity refers to the degree of reaction over time or the reaction rate in the
existence of water between a pozzolan and Ca(OH)2 or Ca2+ [5,68,77,78]. Such property
of FA can be evaluated based on its strength in line with ASTM C 311. The pozzolanic
activity states the reactivity of pozzolan for a pozzolanic reaction. This activity could be
measured by examining the strength of 50-mm mortar cubes without and with a pozzolan,
as stated in ASTM C 311. The pozzolanic activity of SCM relies on the particle size
distribution, silica content, and surface fineness of SCM [186]. Class C FAs have pozzolanic
and cementitious properties [49]. Class F FAs have only pozzolanic properties because they
can only hydrate with cement hydration products. Mortars containing FA generally achieve
minimal strength at initial ages, considering that FA’s pozzolanic reaction is commonly
smaller than the hydration of cement at the beginning [184]. FA’s pozzolanic property is
also commonly motivated by forming an aluminosilicate gel between the particles of binder
pastes [187,188]. Figure 12 depicts the descriptive prototypical of the granulation-alkali
activation technique. Figure 12a shows the inclusion of the alkali activator to the precursor
particles. In the granulation process (Figure 12b), the alkali activator moistens the particles.
Then, the reactive materials are dissolved (Figure 12c) and form an aluminosilicate gel
(Figure 12d), motivating binding the particles together (Figure 12e). Finally, the process
produces spherical granules (Figure 12f). The silica in FA reacts with calcium hydroxide,
which comes from hydrating the silicate phases, producing the calcium silicate hydrate
(C-S-H) that occupies most of the microstructure space and have higher binding properties
than that of portlandite [180,189].
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Figure 12. Descriptive prototypical of the granulation-alkali activation technique; (a) the precursor particles, (b) granulation
process, (c) Materials reactions, (d) aluminosilicate gel, and (e) binding of particles. (f) Finally, the process produces spherical
granules [187]. Reprinted with Permission from Elsevier [186].

8. Fresh State Properties

FA significantly affect the fresh state properties of concrete. This section presents fresh
state properties of FA-based concrete, including workability, setting time, segregation, and
bleeding.

8.1. Workability

Workability is a broad and subjective term describing the consolidation, placing, ease
of mixing, and finishing of fresh concrete with minimal loss of homogeneity [77]. Such
property is affected by water content, w/c ratio, mix proportions, size, shape, grading, and
surface texture of aggregates [78]. According to previous studies, the spherical shape of
FA and the packing effect of classified FA particles reduce the water needed to achieve the
desired workability [78]. In general, selecting the ash or removing the coarsest fractions
from within “run-of-station” FAs offers many benefits, such as increased pozzolanic activity,
rapid strength gain, and low water demand. The spherical shape of FA boosts fresh
concrete’s workability, while its small size particles enable it to play as a voids filler;
thereby, resulting in durable and dense concrete. It is reported that using spherical-shape FA
particles resulted in high packing density, low water retention, and reduced water demand
for a desired workability [190]. Commercially, the FA dosage is restricted to 20% by entire
cementitious material mass, with still affecting the concrete’s workability positively [96].
The use of FA at 25% or 30% is helpful for workability, but it negatively influences the
concrete strength [191,192]. Furthermore, replacing at least 50% of cement with FA results
in decreased workability [108,193]. 25–30% of FA is recommended for concrete when
there are concerns for sulfate attack, alkali-silica expansion, or thermal cracking [194]. It
was reported that when a concrete mix design contained not more than 15% of mineral
admixture (180 kg/m3), FA (180 kg/m3), w/c (0.42), and GGBS (80 kg/m3), the concrete
had superb workability, durability, and mechanical properties [194]. Furthermore, FA can
be used in fiber-reinforced concrete mix to overcome the reduction in workability because
of the use of fibers [16].

8.2. Setting Time

As a construction material, concrete’s practical use depends on its plasticity in the
freshly mixed state and subsequently hardening with considerable strength [77,78]. The
initial and final setting times of concrete can be measured using ASTM C 150. Generally,
the final setting could be attained at ambient temperature in no more than 2 h. Class C FAs
with calcium-content additives (CaCl2) and large CaO content reduce the setting time of
FA-based AAM paste. In geopolymerization, Al3+ or Si4+ retort with Ca2+ either from the
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exterior Ca additive content or in the FA to shape calcium aluminum silicate ((C-A-S-H) H
= H2O, A = Al2O3, S = SiO2, C = CaO) gel, C-S-H gel or calcium aluminate hydrate (C-A-H)
gel in the attendance of water [28,29,195]. Ca2+ is advantageous in hastening the nuclei
creation and accumulation of the C-S-H and C-A-S-H gels. The fast creation of amorphous
C-S-H and C-A-S-H gels contributes to reduce porosity and minimize the setting time of
the products, whereas a fast setting time adversely influences the creation of the AAM
gel (N-A-S-H) [123]. A larger concentration of NaOH could extend the time required
for setting by restraining calcium leakage and permitting the normal geopolymerization
method to govern the AAM paste setting [196]. Furthermore, FA’s small reactivity extends
the setting time of FA-based AAMs. Thus, curing is an essential step; that is, AAM pastes
must be reserved within a sensible moisture and temperature range. Extending curing time
endorses creating a cross-linked binding and a dense microstructure [133,197] as curing
temperatures rise from 30 to 50 ◦C, the reactivity of FA increases. Furthermore, when
curing temperatures are limited within the range of 60 and 90 ◦C, the geopolymerization is
near complete [198].

8.3. Segregation and Bleeding

Bleeding in concrete is a type of segregation categorized by the rise of a specific
amount of water to the surface of the newly positioned material [77,78]. The availability of
an appropriate amount of very fine aggregate (<150 µm) reduces bleeding [5,199] given
the incapability of the solid concrete to retain all the water mixed from preparing concrete
and during the process of material downward settling [85,97]. Concrete bleeding can be
tested through the ASTM C 232 standard test method [200]. It was reported that including
FAs improves the concrete workability by diminishing segregation and bleeding [201].
Another reason is that dense concretes have tight and smooth surfaces with minimal
bleeding [202,203].

Increasing FA decreases the bleeding rate due to the decreased permeability, increased
cohesiveness, and decreased water content of concrete [157,204,205]. It was documented
that substituting 35–50% of cement with FA reduced the water need for obtaining the
required slump of 5–7% in mortars [146]. The rate of bleeding of the FA’s suspension in
water is compared with that of OPC in water in Figure 13, with both suspensions containing
equal weights of particles and fluid [206,207]. The rate of bleeding is low for FA considering
its low specific gravity and fine graded particles, thereby resulting in settling and the ability
to attract and retain water on the particle surface [5].

Figure 13. Effect of FA on water bleeding [208]. (Modified with improvement from [207]).

9. Mechanical Properties

After settling, the concrete must be strong enough to withstand the applied structural
and service loads. This section presents the mechanical properties of FA-based concrete
including compressive strength, splitting tensile and flexural strength, and modulus of
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elasticity. Table 9 summarizes the effect of FA on different mechanical properties of FA-
based concrete.

Table 9. Summary of the effect of FA on mechanical properties of concrete.

Properties Influence of FA Ref.

Hydration chemistry

High-Ca FA: exhibits concurrent cementitious and
pozzolanic reactions and gaining high early strength
from the following reactions.
2S + 3CH→ C3S2H3
C3A + CSH2 + 10 H→ C4ASH12
A + CSH2 + 3CH + 7 H→ C4ASH12
A + 4CH + 9
C + H→ CH
H→ C4AH13
Low-Ca FA: exhibits mostly pozzolanic reactions.
3CH + CSH2 + A + 7H→ C4ASH12
3CH + 2S→ C3S2H3
A + 4CH + 9 H→ C4AH13

[23,32,130,209,210]

Abrasion
Abrasion resistance is mainly correlated with the
compressive strength of FA concrete and there is not a
clear association to the addition of FA.

[211]

Splitting tensile strength (ft)
FA at 50% substitution in enhanced concrete ft by 20%;
however, when the substitution rose to 70%, a 35%
reduction was observed compared to OPC concrete.

[212]

Flexural strength (fbt)

FA concretes with less than 50% replacement level
showed greater fbt than OPC concretes. With FA at
substitution levels of 40% to 80%, the fbt of FA concret
reduced marginally with increased FA content.

[213,214]

Compressive strength (fc)
FA typically lowers the initial-age fc of concrete. This
strength deficiency will diminish given the pozzolanic
reaction at later ages.

[215]

9.1. Compressive Strength

Table 10 presents the field measurement data of concrete produced with OPC and FA.
The strength of FA-based AAM depends on curing condition, Si/Al ratio, alkali solution,
calcium content, and various additives [5,216,217]. As FA initially reacts with liquid at a
reasonably slow rate, the compressive strength of the concrete at the first few days after
mixing is low; however, high strength is developed at the longer ages [218,219]. The size
of the FA particles is important for the strength development of concrete. In long periods,
the strength increases with FA up to a replacement rate of about 25–35%, after which the
strength starts to decrease with more added FA. Generally, class C FA is used within 15–40%
of the total binder of concrete. Class C FAs improves the strength if the replacement level
is restricted to 25% by the mass of the binder.
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Table 10. Review on field measurement data of concrete produced with cement and FA.

Structural
Element

Age
(Days)

Exposure/
Service

Situation

Concrete Compressive
Strength (MPa) Cover

(mm)

Carbonation

Footnotes Ref.Depth
(mm)

Rate
(mm/Year)OPC:FA w/c Design In-Situ

Slab-on-
grade 28 Industrial

100:0
75:15
80:20

0·65
0·60
0·60

20
20
20

Cube: 57·0
Cube: 49·0
Cube: 57·0

80
60
60

7·0
1·0
4·0

1·3
0·8
0·2

Slight
corrosion

found in FA
concrete

[220,221]

Foundation 25 - 100:0 0·52 21 Cube: 66·5 - - - [222]

Dam
monolith 25

Base 5 ft
(1·5 m)

above high

80:20
100:0
80:20

0·52
0·52
0·52

21
-
-

Cube:69·0
Core: 36·5
Core: 28·0

-
0

5·0
23·0

-
1·0
4·6

[146]

Outfall canal–
Wall 20 water level

-
100:0
80:0

0·60
0·60

-
-

Core: 50·5
Core: 38·5

100
100

4.0
16.0

0·9
1·6

Insignificant
cracks in

both
concretes; no

corrosion

[92]

Bridge-
embankment 10 Sheltered 100:0

75:25
0·55
0·48

30
30

Cube: 64·0
Cube: 81·5 - 1·1

0·1
0·30
0·03 Calcium

hydroxide of
FA concrete
considerably
lower than
PC concrete

Bridge—leaf
pier 10 Sheltered 100:0

75:25
0·55
0·48

30
30

Cube: 47·0
Cube: 70·5 - 2·9

2·5
0·9
0·8

Buttress dam 30 - 100:0
80:20

0·64
0·60

-
-

Core: 42·5
Core: 48·0 - 5·0

8·5
0·9
1·6

[201]

Sea wall
(land-ward

side)
30 - 100:0

75:25
n/a
n/a

-
-

Core: 59·0
Core: 63·5 - 0·5

1·5
0·1
0·3

Foundation
block 33

Interiorly
exposed,

warm and
dry

100:0
80:20

0·58
0·58

-
-

-
Core: 41·0 - 19·5

22·5
3·4
3·9 - [201]

Table 11 presents field measurement data of compressive strength of FA-based AAM.
A strong correlation exists between calcium content and strength enhancement [223]. Fur-
thermore, the pozzolanic reaction, packing effect, and hydration rate affect the compressive
characteristics of mortars with FA. As was reported, the packing effect on FA mortar’s
strength at early ages is larger than that induced by the pozzolanic reaction [152]. The
combination of NaOH with Na2SiO3 and KOH with potassium silicate (K2SiO3) as alkaline
liquids has been studied in previous research [118]. They discovered that the form of the
alkaline liquid has a significant effect on the mechanical strength of concrete. The mixture
of NaOH with Na2SiO3 exhibits a higher concrete compressive strength than that of KOH
with K2SiO3. FAs with a higher amount of CaO produce a higher compressive strength,
particularly in the early ages [40,224]. According to an experimental study that involved
the geopolymerization of 16 natural Si-Al minerals, the percentage of potassium oxide
and calcium oxide in the raw material, as well as the molar ratio of Si-to-Al, the liquid
alkali form, the degree of Si dissolution, and the molar ratio of Si-to-Al in a solution, have
a significant impact on the compressive strength of AAMs [225,226]. Furthermore, an
increase in the Si/Al ratios typically enhances the compressive strength of FA-based AAM.
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Table 11. Summary of compressive strength of FA-based alkali-activated material (AAM).

Material/Alkaline Activators
Compressive

Strength
(MPa)

Curing Time/
Temperature

(◦C)

Mixing
Temperature

(◦C)
Ref.

Class F FA + crushed granite stone + superplasticizer/
Na2SiO3 + NaOH 5/2 40.9–53.1

48 h;
1, 3, 7 days/

70
- [32,227]

FA + Crushed granite rock + river sand/Na2SiO3 + NaOH 42.0–58.0 6–72 h/60–120 AT [228]

Pulverized coal combustion FA + Bottom ash + flue gas
desulfurization gypsum/Na2SiO3 + NaOH 25.5–55.5 48 h/40 - [229]

Class F FA/N-carboxymethyl chitosan NaOH (10 mol/L) <30 6 days/60 AT [230]

FA/NaOH (16.5, 14.0, 12.0, 9.5, 7.0, 4.5 mol/L) <25.5 -/25–28 - [122,227,231]

FA/Na2SiO3 + Na2SO4, NaOH (10 mol) CaCl2, CaSO4 26.9–32.2 48 h/65 - [232]

FA + wastepaper sludge/Na2SiO3 + NaOH 1/5 31.2–60.6 91 days/23–60

FA + palm oil fuel ash/Na2SiO3+NaOH <38 24 h/65 [233]

Class F FA + Red mud/NaOH (50wt.%) + sodium
trisilicate (2 mol/L) 11.3–21.3 28 days/AT - [234]

Class F FA + blast furnace slag/K2SiO3/Al (85 g/L) +
NaOH (30 g/L) - 7 days/RT - [235]

GGBS + palm oil fuel ash + FA +
Manufactured-sand/Na2SiO3 + NaOH 9.0–66.0 24 h/65 - [236]

Class F FA/NaOH 3/5 1.4–9.9 7, 28 days/60 25 [237]

AT: ambient temperature, RT: room temperature.

The fineness of FA has also a significant influence on the strength development of
concrete [152,238]. Moreover, different treatments, such as magnetic extraction, sieving,
mechanical separation, and grinding, can be adopted to alter FA’s properties to amend the
compressive strength of FA mortars [239]. Furthermore, the presence of calcium in FA or
its usage as an admixture is valuable for making the amorphous C-A-S-H and C-S-H gels
and reducing the porosity to improve the compressive strength of AAM. An investigation
discovered that the compressive strength of cement pastes and mortars containing FA
improved by curing at high temperatures [239,240]. It was also reported that relative
humidity significantly affected the strength development [239,240]. Curing considerably
influences the compressive strength of FA-based AAM by varying the density and porosity
of the AAM [133].

As was reported, AAM containing NaOH solution (0.5, 1, and 1.5%) with different
FA/slag ratios (0, 20, 40, and 60%) cured for 1, 3, 7, and 28 days exhibited an improved
compressive strength with the inclusion of slag [189]. The optimum compressive strength
was 93 MPa [189]. In a previous study [241], recycled coarse aggregate (RCA) obtained
from crushed structural concrete beams and clay was utilized in FA-based AAM to produce
concrete with adequate mechanical characteristics [197,241–243]. It was reported that AAM
with RCA developed a less compressive strengths of up to 10.3 MPa compared to that with
natural coarse aggregates [241]. However, the compressive strength was still within the
classic strength distribution. Additionally, the total void ratio of AAM with RCA (21.7%
to 26.9%) was comparable to that with natural aggregates (24.2% to 27.4%), and the water
penetrability values were 0.71 to 1.47 cm/s against 1.18 to 1.71 cm/s [241]. In another
study, RCAs from existing concrete with a compressive strength of 30 to 45 MPa and larger
calcium FA content was used to create an FA-based AAM [244]. They reported that the
FA-based AAM with RCA displayed compressive strengths of 30.6 to 38.4 MPa, which was
somewhat smaller than that of FA-based AAMs with crushed limestone [244].
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9.2. Splitting Tensile and Flexural Strength

As well as its brittle nature, concrete is well known for its weakness in tension. The
splitting tensile strength of FA-based AAMs can be enhanced using additives, such as
sweet sorghum fibers and polyvinyl alcohol (PVA) fibers together with N-carboxymethyl
chitosan [133]. A group of researchers made AAM with FA and alkali-pretreated sweet
sorghum fibers that were acquired from the wastage of bagasse after removing the juice
from the sweet sorghum stubbles for ethanol production [245]. They reported that when
the percentage of sweet sorghum fibers was 2%, the tensile strength of the AAM increased
by almost 36% [245]. Adding fibers to the mixture by a certain percentage limited the
increase of micro-cracks, improving the tensile strength. However, the additional increase
in fiber content led to the fiber agglomeration, resulting in a rise in air foams tricked in
the mixture and non-uniform fiber distribution, and decreased tensile strength. Adding
cotton to an FA-based AAM exhibited a similar trend for tensile strength [246]. It was
reported that the increase in the tensile strength of chitosan- and fiber-reinforced FA-based
AAM was mainly due to macro-and micro-fibers that could improve hydrogen bonds, load
transfer, and fiber bridge action, and reduce the micro-cracks growth and expansion.

The flexural strength of FA-based concrete is considerably improved by integrating
various kinds of short artificial fibers, such as polypropylene and PVA, through a linking in-
fluence during the macro-and micro-cracking of the AAM matrix under bending. The fibers
for strengthening FA-based AAM composites include PVA fiber [247], steel fiber [2,248],
sweet sorghum fiber [245], and cotton fiber [249,250]. FA-based AAMs can undergo stiff
failure with small tensile strength and fracture toughness [133]. To obtain a great flexural
strength, 2% of PVA fiber, 2% of steel fiber, and a hybrid combination of 1% of PVA and
1% of steel fiber were added. Besides, some studies showed the deflection toughening
performance of the hybrid fiber-reinforced FA and reported that the flexural and bond
strengths between the AAM matrix and PVA fiber were greater than those with cement
paste matrix. The AAM matrix’s alkalinity shows no influence in the degradation of steel
and PVA fibers [133]. Furthermore, cotton fabric layers were also included in the FA-based
AAM composite to increase the flexural strength of the composite [249,250]. The improved
flexural strength was exhibited in FA-based AAM in the range of 8.2 and 31.7 MPa, while
the cotton fiber content was raised from 0 to 8.3%. Furthermore, FA’s flexural strength
is disturbed by the alignment of cotton fabric layers [133]. The great flexural strength of
FA-based concrete reinforced with cotton fabric placed horizontally can be accredited to
the enhanced load dispersal consistency within the successive cotton fabric layers. The
AAM with a vertical fabric alignment endured delamination and detachments between the
AAM matrix and the cotton fabric, and had a less flexural strength [250].

9.3. Modulus of Elasticity

It has been demonstrated that the modulus of elasticity and compressive strength of
FA concrete are strongly correlated [228,229]. Generally, using FA in concrete increases the
elastic modulus of concrete given the FA’s pozzolanic action over the concrete’ hydration
period [205]. The low modulus of FA-based concrete is attributed to the low early strength
development of the concrete [213]. AAMs with the average density of 2350 kg/m3 have a
higher elastic modulus than those containing OPC [251].

Long-term behavior is a significant feature of the durability of FA-based AAM com-
posites. The long-term strength and elastic modulus of concrete increase with an increase
in FA up to a replacement rate of approximately 25–35%, after which the strength decreases
with the further addition of FA [252]. Furthermore, the elastic modulus of FA concretes
with the ranges from 10% to 50% fine aggregate replacements was more than that of the
control mixture at different times, indicating that elastic modulus increases with the FA
content and age. Figure 14 shows the relationship between elastic modulus of Saudi FA
(SFA)-based concrete with time [41]. This tendency is apparent between 40% and 50%
replacement levels, but a maximum strength at all times was obtained at 50% fine aggregate
replacement.
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Figure 14. Modulus of elasticity versus age of Saudi FA (SFA)-based concrete [41]. Reprinted with
permission from Elsevier [41].

Furthermore, incorporating FA has a higher impact on elastic modulus than on com-
pressive strength [253,254]. This phenomenon can be attributed to the various distributions
of the C-S-H particles and their disposition regarding the other phases and the unreacted
FA. Similarly, the combination of condensed graphene oxide (CGO) into AAM was con-
sidered. Furthermore, in the spectra of AAM, the spectral absorbance associated with
silica-type cross-bridging was improved. Their SEM image revealed that CGO changed
the AAM’s morphology from a permeable to a pore-filled composite. The greatest elastic
modulus with 376% increase was reached after adding 0.35% CGO.

10. Heat of Hydration

The heat evolution upon complete hydration of a particular amount of unhydrated
cement at a given temperature is a property of FA-based concrete (Table 12) [5]. The total
volume of free heat and the quantities of heat delivered by a single hydrating compound
can be considered as reactivity indicators. Besides, heat of hydration exemplifies the settling
and toughening behavior of cement pastes and forecasts the temperature increment [77,78].
The concrete temperature due to hydration is mainly governed by the mix and material
properties and ecological factors [78,255]. In terms of using FA, FA affects cement hydration
rate, as indicated by the hydration concept. An opposing effect of FAs on hydration kinetics
was observed because of differences in their chemical composition. For instance, the effect
of Class C FA on hydration is variable, while Class F FAs decrease the hydration. Previous
research has revealed that hydrating clinker phases were improved when FA is available
within the first hydration days [256,257].

Furthermore, FA particles exhibit a similar phenomenon to the glass. It was illustrated
that glass particles were shielded with fibrous hydrates layer, signifying C-S-H’s propensity
to nucleate on glass surfaces. In addition, the C-S-H formed from hydrating FA cement
pastes is comparable to the cement substitution by metakaolin and slag, with a high surface
area and a foil-like morphology [258]. The CaO/SiO2 ratio of the C-S-H produced in mixes
containing FA was less than those in mixes with cement [68].

The total heat produced by hydration of OPC and mixed pastes with FA in 2 days
is shown in Figure 15 [130]. As shown in the figure, the total heat emitted during the
hydration of mixed pastes was lower than that of OPC paste. With an increase in the
amount of FA, the amount of hydration heat decreased, which was attributed to the
combined impact of the increased FA content and diluting OPC [259].
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Figure 15. Cumulative heat of hydration after 2-days for cement and different FA-based pastes [140].
Reprinted with permission from Elsevier [140].

Table 12. Summary of Ca-based and Na/K-based activators in FA concrete.

Mix Activator Records Findings Refs.

FA + OPC
Ca(OH)2

Mild activation with pH between 7
and 13. Enhanced pozzolanic
activity in long-term behavior.

Making reaction with soluble salts to produce insoluble
Ca-compounds and increase the alkalinity. [159]

FA Hydrothermal treatment at a
temperature of 130 ◦C.

Helped the formation of Al-substituted 11 Å tobermorite and
hibschite.

[260]

FA + OPC

CaO

For low-Ca FA, CaO was simply
beneficial throughout early ages.
As for high-Ca FA, the CaO was
beneficial during both early and

later ages.

Optimum dosage of 3% CaO. No enhancement influence was
found with CaO content more than 5%. [261]

FA CaO was as a less effective
additive compared to Ca(OH)2.

CaO displayed favorable effects when AAM cured at ambient
temperature exhibited unfavorable influences when cured at

elevated temperatures.
[262]

FA + Lime
CaCl2

It lowered the pH of pastes,
however, enhanced Ca(OH)2

dissolution.

4% CaCl2 at 23 ◦C reduced early strength and improved later
strength, but it improved both from 35 to 65 ◦C. [263]

FA + Limestone Mixture with 1.7% CaCl2 and 10%
FA is the optimum mix.

CaCl2 offered a considerable improvement in both early and
long age strength and in accelerated setting time. [248]

FA + Lime

CaSO4

Encouraged the formation of
ettringite and dihydrate calcium

sulfate.

Accelerated the pozzolanic activity of FA and considerably
enhanced the early age strength of the binder. [264]

FA + OPC

Anhydrite is more efficient at
amending early age strength,

however, it is less efficacious at
enhancing later age strength than

gypsum.

10% anhydrite improved the 3 days fc by 70% and showed
lower porosity and smaller pore sizes. [265]

FA

NaOH

Growing T triggered a reduction of
Si/Al in aluminosilicate gel.

Hydrates including traces of zeolite plus amorphous alkali
aluminosilicate.

[266]
FA Cured for 24 h at 30 ◦C. at high (OH/Al) ratio, NaOH promoted more 6-coordinate Al.

FA + Slag Curing at ambient temperature. At 28 days, fc = 50 MPa with 10 M NaOH.

FA + OPC
Na2CO3

3% and curing in ambient
temperature.

Mortar exhibited 28 days fc = 14.8 MPa (fc = 22.0 MPa when
there was no activator group).

FA + Ca(OH)2
Na2CO3 did not amend strength

for NaOH-activated FA.
A noticeable enhancement in microstructure and strength was

attained. [267]
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Table 12. Cont.

Mix Activator Records Findings Refs.

FA + OPC

Na2SO4

Ash can be activated at earlier ages
by increasing the creation of AFt

and alkalinity.

Compressive strength of mortar is improved by 40% for the
first 3–7 days. [105]

FA + Lime
Na2SO4 enhanced lime

consumption on the first day and
then did not thereafter.

4% NaSO4 improved paste strength at both earlier and later
age. [248]

FA + NaOH Cured at 85 ◦C.
Converting of N-A-S-H gel into zeolites is enhanced. Sulfates
are acting as an activation retarding agent once NaOH is the

activator.
[268]

FA + OPC K2SO4 1% K2SO4 and cured at 20 ◦C. It is beneficial in lowering the total porosity and improving
the early strength. [269]

FA

Na2SiO3

Modulus was kept maintained at
1.0 when it was cured at 80 ◦C.

Activation of Na2SiO3 is not appropriate for high-Ca ash,
however appropriate for high-Ca ash.

FA Cured at 60 ◦C for 24 h. The strength of paste was largely linked to the gel-like
hydrates at modulus of 1.64, and the formation of crystalline
Na2SiO3 resulted in higher compressive strengths with the

corresponding modulus = 1.0.

FA + NaOH
Na2CO3

The major cause of strength was
not due to a high pH at the early

stage of NaOH formation.

Na2CO3 did not amend the compressive strength of the
NaOH-activated FA binder.

FA + OPC Secondary phases, such as AFm
and gaylussite, were preferred.

Na2CO3 favored precipitation of C-A-S-H-like gel over (N,
C)-A-S-H-like gel.

It was also reported that the decrease in the total heat evolution with incorporating
FA can be because of the relatively low specific surface area and low solubility of the
aluminosilicate present in FA [270].

11. Utilizations of FA

The construction industry is one of the world’s fastest-growing sectors. According
to statistics, approximately 260 billion tons of cement is needed to meet various global
construction needs [243]. Over the next ten years, it is estimated that this quantity will
increase by 25%. Using waste material in concrete is one way to minimize cement demand.
Eco-friendly concrete can be made from various waste materials, including FA as a partial
cement substitute. FA disposal and utilization has been a big concern given the reliance
of many countries on thermal power generation. Scientists, technologists, and engineers
will face a new challenge in the future management of FA. Furthermore, FAs as binders or
fillers are usually dumped in landfill and open fields, creating health hazards and environ-
mental pollution issues [16,271]. Many authors have evaluated its potential as a building
and construction material due to its abundance and excellent pozzolanic properties. For
potential housing projects, FA is a promising partial cement replacement material [272].
Generally, FA is used as an SCM in concrete production and other materials shown in
Figure 14. Several FA utilization areas include mine filling, construction of roads, and
several building components (e.g., bricks and tiles) (Figure 16).
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Figure 16. Common applications of FA around the world [273]. Reprinted with permission from
Elsevier [272].

Researchers have identified key applications for FA in the future based on the yearly
time series data by recognizing a pattern of development using regression analysis [274,275]
and the amount of FA to be used in choice and specific applications have been predicted,
as shown in Figure 17 [92,276]. The greatest use of ash, to the amount of 44.19%, was
anticipated in the concrete and cement industries in 2020–2021. The next-highest, 15.25%
of ash, is to be used in ash dyke raising, roads, and embankments, another 12.49% in
landfilling and retrieval of lowland areas, 7.61% in bricks and blocks, 8.84% in tiles and
mine-filling, 2.47% in cultivation, and 9.14% in other structures. Therefore, the top five
application industries are (i) concrete and cement, (ii) embankments, ash dykes, and rising
roads, (iii) lowland area retrieval and landfilling, (iv) bricks and blocks, and (v) mine-filling
and tiles, based on the upcoming skills. The amount of FA used in other applications could
change in the coming years. Based on the literature review, no study has been conducted
on utilizing boiler ash in the production of AAMs. Therefore, future work should be
conducted to use boiler ash as an AAM material.
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Figure 17. Typical applications of FA [92]. Reprinted with permission from Elsevier [92].

12. Conclusions

The use of FA as an SCM in concrete could resolve the disposal and health issues
induced by the generation of ash due to coal combustion in industrial boilers or electric
utility. The use of FA in concrete could also help lower the pollution induced by the cement
factories by decreasing the CO2 emissions in the cement production. FA-based concrete
exhibit high pozzolanic activity, opposed to their mineralogical characteristics and fineness
properties. Most of the existing studies did not consider the effect of main influential
parameters, particularly particle size distribution, particle packing effect, and alkaline
activator solutions, on the strength development of FA-based concrete. FA is potentially
utilized to substitute a significant volume of OPC (up to 50%) without influencing concrete
durability. However, using 50% FA as a replacement by the cement weight may negatively
affect the concrete strength. FA’s fineness has a significant role in concrete because it affects
the workability and the rate of pozzolanic activity in concrete, thereby contributing to the
enhancement of the properties of concrete. FA-based concrete demonstrated a superior
performance to that of OPC-based concrete in resisting sulfate attack, acid attack, and
carbonation. To approve the favorable influences of FA on concrete characteristics and
durability problems, the following research directions are recommended for future studies.

– The manufacturing and improvement of the performance of FA-based AAM must
be controlled, and the reaction aspects of the material should be studied in detail.
To this end, several facets, for instance, kinetics, thermodynamics, sympathies of
intermediates and perceptions into their systems, and the grades to which the Si-
O-Al are polymerized and oligomerized, should be studied. These will develop
progressively improved performance of the concrete when the extra additives or
components are involved. However, further research is needed to confirm that the
manufacturing–structure–behaviors correspondence is accurate.

– The majority of FA-based AAMs are stiff and susceptible to cracking. This performance
obliges restrictions in applications and influences the long-term durability of AAMs.
Therefore, innovations in the preparation must be applied to produce improved
FA-based AAM composites.
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– Currently, FA-based AAMs are only formed at the research laboratory scale with
empirical formulations. Thus, several studies on FA-based AAM production are
required and must endeavor to adopt FA-based AAMs on a large scale.

– The performance of FA-based AAMs for immobilization, toxic metal adsorption and
the sealing of CO2 remained unsatisfactory. However, shifting the guidelines for
preparation is worthy of further investigation.

– As an alternative material to conventional concrete, FA-based AAM may be endowed
with unique properties or additional functionalities. Therefore, novel applications of
FA-based AAMs are worth discovering. For example, FA-based AAMs with biomass
can be approved as new light-weight and incombustible materials.

– The potential use of FA in producing high-strength and self-consolidating concretes
must be studied.

– Fibers must be used to increase the strength and longevity of FA in the concrete
hardened state.

– The use of FA in the design of eco-friendly buildings and cities should be highlighted.
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Abbreviations

Alkali-activated material AAM
Ambient temperature AT
Ordinary Portland cement OPC
Classified fly ash CFA
Condensed graphene oxide CGO
Electrostatic precipitator ESP
Fly ash FA
Fluidized-bed combustion FBC
Ground granulated blast-furnace slag GGBS
Loss on ignition LOI
Pulverized coal PC
Pollution control system PCS
Polyvinyl alcohol PVA
Recycled coarse aggregate RCA
Room temperature RT
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Strength activity index SAI
Supplementary cementitious material SCM
Saudi fly ash SFA
Specific gravity SG
Submerged specific gravity SSG
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188. Konečný, P.; Ghosh, P.; Hrabová, K.; Lehner, P.; Teplý, B. Effective methodology of sustainability assessment of concrete mixtures.
Mater. Struct. 2020, 53, 1–15. [CrossRef]

189. De Lomas, M.G.; De Rojas, M.I.S.; Frías, M.; De Rojas, M.I.S. Pozzolanic reaction of a spent fluid catalytic cracking catalyst in
FCC-cement mortars. J. Therm. Anal. Calorim. 2007, 90, 443–447. [CrossRef]

190. Chandara, C.; Sakai, E.; Azizli, K.A.M.; Ahmad, Z.A.; Hashim, S.F.S. The effect of unburned carbon in palm oil fuel ash on fluidity
of cement pastes containing superplasticizer. Constr. Build. Mater. 2010, 24, 1590–1593. [CrossRef]

191. Memon, F.A.; Nuruddin, M.F.; Khan, S.; Shafiq, N.; Ayub, T. Effect of sodium hydroxide concentration on fresh properties and
compressive strength of self-compacting geopolymer concrete. J. Eng. Sci. Technol. 2013, 8, 44–56.

192. Lesovik, V.; Popov, D.; Fediuk, R.; Glagolev, E.; Yoo, D.-Y. Improvement of Mechanical and Durability Behaviors of Textile
Concrete: Effect of Polymineral Composite Binders and Superabsorbent Polymers. J. Mater. Civ. Eng. 2020, 32, 04020315.
[CrossRef]

193. Chernyshova, N.; Lesovik, V.; Fediuk, R.; Timokhin, R. Enhancement of fresh properties and performances of the eco-friendly
gypsum-cement composite (EGCC). Constr. Build. Mater. 2020, 260, 120462. [CrossRef]

194. Reddy, C.J.; Elavenil, S. Geopolymer concrete with self-compacting: A review. Int. J. Civ. Eng. Technol. 2017, 8, 163–172.
195. Sata, V.; Sathonsaowaphak, A.; Chindaprasirt, P. Resistance of lignite bottom ash geopolymer mortar to sulfate and sulfuric acid

attack. Cem. Concr. Compos. 2012, 34, 700–708. [CrossRef]
196. Alsubari, B.; Shafigh, P.; Ibrahim, Z.; Alnahhal, M.F.; Jumaat, M.Z. Properties of eco-friendly self-compacting concrete containing

modified treated palm oil fuel ash. Constr. Build. Mater. 2018, 158, 742–754. [CrossRef]
197. Tolstoy, A.; Lesovik, V.; Fediuk, R.; Amran, M.; Gunasekaran, M.; Vatin, N.; Vasilev, Y. Production of greener high-strength

concrete using russian quartz sandstone mine waste aggregates. Materials 2020, 13, 5575. [CrossRef]
198. Safiuddin, M.; Salam, M.A.; Jumaat, M.Z. Key Fresh Properties of Self-Consolidating High-Strength POFA Concrete. J. Mater. Civ.

Eng. 2013, 26, 134–142. [CrossRef]
199. Volodchenko, A.A.; Lesovik, V.S. Effective Composites Employing Fast-Hardening Gypsum Cement Binders for Additive

Manufacturing. In Proceedings of the International Conference “Actual Issues of Mechanical Engineering” (AIME), Tomsk,
Russia, 27–29 July 2017.

200. Awal, A.S.M.A.; Shehu, I.A. Evaluation of heat of hydration of concrete containing high volume palm oil fuel ash. Fuel 2013, 105,
728–731. [CrossRef]

201. Ranjbar, N.; Behnia, A.; Alsubari, B.; Birgani, P.M.; Jumaat, M.Z. Durability and mechanical properties of self-compacting concrete
incorporating palm oil fuel ash. J. Clean. Prod. 2016, 112, 723–730. [CrossRef]

http://doi.org/10.21000/jasmr14010070
http://doi.org/10.1016/j.conbuildmat.2016.03.150
http://doi.org/10.1680/jenge.16.00019
http://doi.org/10.1016/j.conbuildmat.2019.07.297
http://doi.org/10.14359/17734
http://doi.org/10.1007/s10973-009-0403-y
http://doi.org/10.1520/C0157
http://doi.org/10.1016/j.proeng.2013.01.009
http://doi.org/10.1520/C0265-08.2
http://doi.org/10.1016/j.conbuildmat.2015.12.095
http://doi.org/10.1016/j.jobe.2019.101156
http://doi.org/10.1016/j.minpro.2016.02.006
http://doi.org/10.1617/s11527-020-01535-3
http://doi.org/10.1007/s10973-006-7921-7
http://doi.org/10.1016/j.conbuildmat.2010.02.036
http://doi.org/10.1061/(asce)mt.1943-5533.0003417
http://doi.org/10.1016/j.conbuildmat.2020.120462
http://doi.org/10.1016/j.cemconcomp.2012.01.010
http://doi.org/10.1016/j.conbuildmat.2017.09.174
http://doi.org/10.3390/ma13235575
http://doi.org/10.1061/(asce)mt.1943-5533.0000782
http://doi.org/10.1016/j.fuel.2012.10.020
http://doi.org/10.1016/j.jclepro.2015.07.033


Materials 2021, 14, 4264 39 of 41

202. Matar, P.; Barhoun, J. Effects of waterproofing admixture on the compressive strength and permeability of recycled aggregate
concrete. J. Build. Eng. 2020, 32, 101521. [CrossRef]

203. Volodchenko, A.A.; Lesovik, V.S.; Cherepanova, I.A.; Volodchenko, A.N.; Zagorodnjuk, L.H.; Elistratkin, M.Y. Peculiarities of
non-autoclaved lime wall materials production using clays. In Proceedings of the IOP Conference Series: Materials Science and
Engineering, Kuala Lumpur, Malaysia, 13–14 August 2018; IOP Publishing Ltd.: Bristol, UK, 2018; Volume 457.

204. Awal, A.S.M.A.; Mohammadhosseini, H. Green concrete production incorporating waste carpet fiber and palm oil fuel ash. J.
Clean. Prod. 2016, 137, 157–166. [CrossRef]

205. Awal, A.S.M.A.; Shehu, I.A.; Ismail, M. Effect of cooling regime on the residual performance of high-volume palm oil fuel ash
concrete exposed to high temperatures. Constr. Build. Mater. 2015, 98, 875–883. [CrossRef]

206. Type III Cement May Be Used, Subject to Written Approval of The Engineer; ASTM C150 Type, II; ASTM: West Conshohocken, PA,
USA, 2005.

207. Elistratkin, M.Y.; Lesovik, V.S.; Zagorodnjuk, L.H.; Pospelova, E.A.; Shatalova, S.V. New point of view on materials development.
In Proceedings of the IOP Conference Series: Materials Science and Engineering, Zawiercie, Poland, 3–7 September 2018.

208. Antunes, P. Performance analysis of fly ash in two-component grouts. In Proceedings of the Proceedings—Rapid Excavation and
Tunneling Conference, New Orleans, LA, USA, 7–10 June 2015.

209. Provis, J.L.; Bernal, S.A. Geopolymers and Related Alkali-Activated Materials. Annu. Rev. Mater. Res. 2014, 44, 299–327. [CrossRef]
210. Ding, Y.; Dai, J.G.; Shi, C.J. Mechanical properties of alkali-activated concrete: A state-of-the-art review. Constr. Build. Mater. 2016,

127, 68–79. [CrossRef]
211. Tangchirapat, W.; Jaturapitakkul, C.; Chindaprasirt, P. Use of palm oil fuel ash as a supplementary cementitious material for

producing high-strength concrete. Constr. Build. Mater. 2009, 23, 2641–2646. [CrossRef]
212. Singh, M.; Siddique, R. Effect of coal bottom ash as partial replacement of sand on properties of concrete. Resour. Conserv. Recycl.

2013, 72, 20–32. [CrossRef]
213. Prabhu, R.; Anuradha, R.; Vivek, S. Experimental Research on Triple Blended Self-Compacting Geo Polymer Concrete. Asian J.

Eng. Appl. Technol. 2016, 5, 15–21.
214. Bessmertnyi, V.S.; Lesovik, V.S.; Krokhin, V.P.; Puchka, O.V.; Nikiforova, E.P. The reducing effect of argon in the plasma treatment

of high-melting nonmetallic materials (a review). Glass Ceram. 2001, 58, 362–364. [CrossRef]
215. Han, Q.; Wang, L.; Xu, J. Experimental research on mechanical properties of transverse enhanced and high-temperature-resistant

CFRP tendons for prestressed structure. Constr. Build. Mater. 2015, 98, 864–874. [CrossRef]
216. Galau, D.; Ismai, M. Characterization of Palm Oil Fuel Ash (POFA) from Different Mill as Cement Replacement Materials; Universiti

Teknologi Malaysia: Johor Bahru, Malaysia, 2010.
217. Provis, J.L. Alkali-activated materials. Cem. Concr. Res. 2018, 114, 40–48.
218. Jong, L.Y.; Teo, D.C.L. Concrete Containing Palm Oil Fuel Ash (POFA) and Oil Palm Shell (OPS) Subjected to Elevated Tempera-

tures. J. Civ. Eng. Sci. Technol. 2014, 5, 13–17. [CrossRef]
219. Chernysheva, N.; Lesovik, V.; Fediuk, R.; Vatin, N. Improvement of Performances of the Gypsum-Cement Fiber Reinforced

Composite (GCFRC). Materials 2020, 13, 3847. [CrossRef]
220. Singh, N.B.; Middendorf, B. Geopolymers as an alternative to Portland cement: An overview. Constr. Build. Mater. 2020, 237,

117455. [CrossRef]
221. Zagorodnyuk, L.; Lesovik, V.S.; Sumskoy, D. Thermal insulation solutions of the reduced density. Constr. Mater. Prod. 2018, 1,

40–50. [CrossRef]
222. Hussin, M.W.; Muthusamy, K.; Zakaria, F. Effect of Mixing Constituent toward Engineering Properties of POFA Cement-Based

Aerated Concrete. J. Mater. Civ. Eng. 2010, 22, 287–295. [CrossRef]
223. Munir, A.; Abdullah; Huzaim; Sofyan; Irfandi; Safwan. Utilization of Palm Oil Fuel Ash (POFA) in Producing Lightweight

Foamed Concrete for Non-structural Building Material. Procedia Eng. 2015, 125, 739–746. [CrossRef]
224. Abid, S.R.; Murali, G.; Amran, M.; Vatin, N.; Fediuk, R.; Karelina, M. Evaluation of mode II fracture toughness of hybrid fibrous

geopolymer composites. Materials 2021, 14, 349. [CrossRef]
225. Hussin, M.W.; Awal, A.S.M.A. Influence of Palm Oil Fuel Ash on Sulfate Resistance of Mortar and Concrete. Spec. Publ. 1998, 178,

417–430. [CrossRef]
226. Fediuk, R.S.; Ibragimov, R.A.; Lesovik, V.S.; Pak, A.A.; Krylov, V.V.; Poleschuk, M.M.; Stoyushko, N.Y.; Gladkova, N.A. Processing

equipment for grinding of building powders. In Proceedings of the IOP Conference Series: Materials Science and Engineering,
Lesvos, Greece, 3–7 September 2018; IOP Publishing Ltd.: Bristol, UK, 2018; Volume 327.

227. Zhuang, X.Y.; Chen, L.; Komarneni, S.; Zhou, C.H.; Tong, D.S.; Yang, H.M.; Yu, W.H.; Wang, H. Fly ash-based geopolymer: Clean
production, properties and applications. J. Clean. Prod. 2016, 125, 253–267. [CrossRef]

228. Joseph, B.; Mathew, G. Influence of aggregate content on the behavior of fly ash based geopolymer concrete. Sci. Iran. 2012, 19,
1188–1194. [CrossRef]

229. Boonserm, K.; Sata, V.; Pimraksa, K.; Chindaprasirt, P. Improved geopolymerization of bottom ash by incorporating fly ash and
using waste gypsum as additive. Cem. Concr. Compos. 2012, 34, 819–824. [CrossRef]

230. Li, Z.; Chen, R.; Zhang, L. Utilization of chitosan biopolymer to enhance fly ash-based geopolymer. J. Mater. Sci. 2013, 48,
7986–7993. [CrossRef]

http://doi.org/10.1016/j.jobe.2020.101521
http://doi.org/10.1016/j.jclepro.2016.06.162
http://doi.org/10.1016/j.conbuildmat.2015.09.001
http://doi.org/10.1146/annurev-matsci-070813-113515
http://doi.org/10.1016/j.conbuildmat.2016.09.121
http://doi.org/10.1016/j.conbuildmat.2009.01.008
http://doi.org/10.1016/j.resconrec.2012.12.006
http://doi.org/10.1023/A:1013963916418
http://doi.org/10.1016/j.conbuildmat.2015.09.003
http://doi.org/10.33736/jcest.140.2014
http://doi.org/10.3390/ma13173847
http://doi.org/10.1016/j.conbuildmat.2019.117455
http://doi.org/10.34031/2618-7183-2018-1-1-40-50
http://doi.org/10.1061/(asce)0899-1561(2010)22:4(287)
http://doi.org/10.1016/j.proeng.2015.11.119
http://doi.org/10.3390/ma14020349
http://doi.org/10.14359/5992
http://doi.org/10.1016/j.jclepro.2016.03.019
http://doi.org/10.1016/j.scient.2012.07.006
http://doi.org/10.1016/j.cemconcomp.2012.04.001
http://doi.org/10.1007/s10853-013-7610-4


Materials 2021, 14, 4264 40 of 41

231. Saravanan, G.; Jeyasehar, C.A.; Kandasamy, S. Flyash based geopolymer concrete-A state of the art review. J. Eng. Sci. Technol.
Rev. 2013, 6, 25–32. [CrossRef]

232. Rautray, S.S.; Das, M.R. Self-compacting geo polymer concrete: An emerging material for sustainable construction. J. Adv. Res.
Dyn. Control. Syst. 2018, 13, 59–68.

233. Ranjbar, N.; Mehrali, M.; Alengaram, U.J.; Metselaar, H.S.C.; Jumaat, M.Z. Compressive strength and microstructural analysis
of fly ash/palm oil fuel ash based geopolymer mortar under elevated temperatures. Constr. Build. Mater. 2014, 65, 114–121.
[CrossRef]

234. Zhang, M.; El-Korchi, T.; Zhang, G.; Liang, J.; Tao, M. Synthesis factors affecting mechanical properties, microstructure, and
chemical composition of red mud-fly ash based geopolymers. Fuel 2014, 134, 315–325. [CrossRef]

235. Ogundiran, M.B.; Nugteren, H.W.; Witkamp, G.J. Immobilisation of lead smelting slag within spent aluminate-fly ash based
geopolymers. J. Hazard. Mater. 2013, 248–249, 29–36. [CrossRef]

236. Islam, A.; Alengaram, U.J.; Jumaat, M.Z.; Bashar, I.I. The development of compressive strength of ground granulated blast furnace
slag-palm oil fuel ash-fly ash based geopolymer mortar. Mater. Des. 2014, 56, 833–841. [CrossRef]

237. Jun, Y.; Oh, J.E. Mechanical and microstructural dissimilarities in alkali-activation for six Class F Korean fly ashes. Constr. Build.
Mater. 2014, 52, 396–403. [CrossRef]

238. Awal, A.S.M.A.; Hussin, M.W. Effect of palm oil fuel ash in controlling heat of hydration of concrete. Procedia Eng. 2011, 14,
2650–2657. [CrossRef]

239. Mohammadhosseini, H.; Awal, A.S.M.A.; Ehsan, A.H. Influence of palm oil fuel ash on fresh and mechanical properties of
self-compacting concrete. Sadhana 2015, 40, 1989–1999. [CrossRef]

240. Mohammadhosseini, H.; Yatim, J.M. Microstructure and residual properties of green concrete composites incorporating waste
carpet fibers and palm oil fuel ash at elevated temperatures. J. Clean. Prod. 2017, 144, 8–21. [CrossRef]

241. Mostafa, N.Y.; Brown, P.W. Heat of hydration of high reactive pozzolans in blended cements: Isothermal conduction calorimetry.
Thermochim. Acta 2005, 435, 162–167. [CrossRef]

242. Makul, N.; Fediuk, R.; Amran, M.; Zeyad, A.M.; Murali, G.; Vatin, N.; Klyuev, S.; Ozbakkaloglu, T.; Vasilev, Y. Use of recycled
concrete aggregates in production of green cement-based concrete composites: A review. Crystals 2021, 11, 232. [CrossRef]

243. Murali, G.; Abid, S.R.; Abdelgader, H.S.; Amran, Y.H.M.; Shekarchi, M.; Wilde, K. Repeated Projectile Impact Tests on Multi-
Layered Fibrous Cementitious Composites. Int. J. Civ. Eng. 2021, 19, 635–651. [CrossRef]

244. Krigg, P. Significance of Tests and Properties of Concrete and Concrete-Making Materials; Lamond, J., Pielert, J., Eds.; ASTM International:
West Conshohocken, PA, USA, 2006; ISBN 978-0-8031-3367-9.

245. Segui, P.; Aubert, J.E.; Husson, B.; Measson, M. Characterization of wastepaper sludge ash for its valorization as a component of
hydraulic binders. Appl. Clay Sci. 2012, 57, 79–85. [CrossRef]

246. Alomayri, T.; Shaikh, F.U.A.; Low, I.M. Synthesis and mechanical properties of cotton fabric reinforced geopolymer composites.
Compos. Part. B Eng. 2014, 60, 36–42. [CrossRef]

247. Zeyad, A.M.; Johari, M.A.M.; Tayeh, B.A.; Yusuf, M.O. Efficiency of treated and untreated palm oil fuel ash as a supplementary
binder on engineering and fluid transport properties of high-strength concrete. Constr. Build. Mater. 2016, 125, 1066–1079.
[CrossRef]

248. Shaikh, F.U.A. Effects of alkali solutions on corrosion durability of geopolymer concrete. Adv. Concr. Constr. 2014, 2, 109–123.
[CrossRef]

249. Mohammed, B.S.; Al-Ganad, M.A.; Abdullahi, M. Analytical and experimental studies on composite slabs utilising palm oil
clinker concrete. Constr. Build. Mater. 2011, 25, 3550–3560. [CrossRef]

250. ASTM Standard Test. Method for Splitting Tensile Strength of Cylindrical Concrete Specimens C496/C496M-04; ASTM: West Con-
shohocken, PA, USA, 2004.

251. Dhakal, S. Urban energy use and carbon emissions from cities in China and policy implications. Energy Policy 2009, 37, 4208–4219.
[CrossRef]

252. Kiattikomol, K.; Jaturapitakkul, C.; Songpiriyakij, S.; Chutubtim, S. A study of ground coarse fly ashes with different finenesses
from various sources as pozzolanic materials. Cem. Concr. Compos. 2001, 23, 335–343. [CrossRef]

253. Zeyad, A.M.; Johari, M.A.M.; Tayeh, B.A.; Yusuf, M.O. Pozzolanic reactivity of ultrafine palm oil fuel ash waste on strength and
durability performances of high strength concrete. J. Clean. Prod. 2017, 144, 511–522. [CrossRef]

254. Fediuk, R.; Yushin, A. Composite binders for concrete with reduced permeability. In Proceedings of the IOP Conference Series:
Materials Science and Engineering, Tomsk, Russia, 9–11 November 2015.

255. Haridharan, M.K.; Matheswaran, S.; Murali, G.; Abid, S.R.; Fediuk, R.; Amran, Y.H.M.; Abdelgader, H.S. Impact response of
two-layered grouted aggregate fibrous concrete composite under falling mass impact. Constr. Build. Mater. 2020, 263, 120628.
[CrossRef]

256. Alengaram, U.J.; Mahmud, H.; Jumaat, M.Z. Comparison of mechanical and bond properties of oil palm kernel shell concrete
with normal weight concrete. Int. J. Phys. Sci. 2010, 5, 1231–1239.

257. Ayzenshtadt, A.; Lesovik, V.; Frolova, M.; Tutygin, A.; Danilov, V. Nanostructured wood mineral composite. Procedia Eng. 2015,
17, 45–51. [CrossRef]

258. Sata, V.; Jaturapitakkul, C.; Kiattikomol, K. Utilization of Palm Oil Fuel Ash in High-Strength Concrete. J. Mater. Civ. Eng. 2004,
16, 623–628. [CrossRef]

http://doi.org/10.25103/jestr.061.06
http://doi.org/10.1016/j.conbuildmat.2014.04.064
http://doi.org/10.1016/j.fuel.2014.05.058
http://doi.org/10.1016/j.jhazmat.2012.12.040
http://doi.org/10.1016/j.matdes.2013.11.080
http://doi.org/10.1016/j.conbuildmat.2013.11.058
http://doi.org/10.1016/j.proeng.2011.07.333
http://doi.org/10.1007/s12046-015-0426-y
http://doi.org/10.1016/j.jclepro.2016.12.168
http://doi.org/10.1016/j.tca.2005.05.014
http://doi.org/10.3390/cryst11030232
http://doi.org/10.1007/s40999-020-00595-4
http://doi.org/10.1016/j.clay.2012.01.007
http://doi.org/10.1016/j.compositesb.2013.12.036
http://doi.org/10.1016/j.conbuildmat.2016.08.065
http://doi.org/10.12989/acc.2014.2.2.109
http://doi.org/10.1016/j.conbuildmat.2011.03.048
http://doi.org/10.1016/j.enpol.2009.05.020
http://doi.org/10.1016/S0958-9465(01)00016-6
http://doi.org/10.1016/j.jclepro.2016.12.121
http://doi.org/10.1016/j.conbuildmat.2020.120628
http://doi.org/10.1016/j.proeng.2015.08.122
http://doi.org/10.1061/(asce)0899-1561(2004)16:6(623)


Materials 2021, 14, 4264 41 of 41

259. Siler, P.; Kratky, J.; De Belie, N. Isothermal and solution calorimetry to assess the effect of superplasticizers and mineral admixtures
on cement hydration. J. Therm. Anal. Calorim. 2012, 107, 313–320. [CrossRef]

260. Chandara, C.; Azizli, K.A.M.; Ahmad, Z.A.; Hashim, S.F.S.; Sakai, E. Heat of hydration of blended cement containing treated
ground palm oil fuel ash. Constr. Build. Mater. 2012, 27, 78–81. [CrossRef]

261. Karagiannis, N.; Karoglou, M.; Bakolas, A.; Moropoulou, A. Building Materials Capillary Rise Coefficient: Concepts, Determina-
tion and Parameters Involved Authors Authors and affiliations. New Approaches Build. Pathol. Durab. 2016, 6, 27–44.

262. Hope, B.B.; Page, J.A.; Ip, A.K.C. Corrosion rates of steel in concrete. Cem. Concr. Res. 1986, 16, 771–781. [CrossRef]
263. Nasir, V.; Karimipour, H.; Taheri-Behrooz, F.; Shokrieh, M.M. Corrosion behaviour and crack formation mechanism of basalt fibre

in sulphuric acid. Corros. Sci. 2012, 64, 1–7. [CrossRef]
264. Wolsiefer, J.T. Silica Fume Concrete: A Solution to Steel Reinforcement Corrosion in Concrete. Spec. Publ. 1991, 126, 527–558.
265. Marsh, B. Relationships between Engineering Properties and Microstructural Characteristics of Hardened Cement Paste Contain-

ing Pulverised-Fuel Ash as A Partial Cement Replacement. Ph.D. Thesis, University of Hertfordshire, Hatfield, UK, 1984.
266. Hussin, M.W.; Awal, A.S.A.M. Palm oil fuel ash: A potential pozzolanic material in concrete construction. J. Ferrocem. 1997, 27,

321–327.
267. Lim, S.K.; Tan, C.S.; Lim, O.Y.; Lee, Y.L. Fresh and hardened properties of lightweight foamed concrete with palm oil fuel ash as

filler. Constr. Build. Mater. 2013, 46, 39–47. [CrossRef]
268. Anuradha, R.; Thirumala, R.; John, P.N. Optimization of molarity on workable self-compacting geopolymer concrete and strength

study on SCGC by replacing fly ash with silica fume and GGBFS. Int. J. Adv. Struct. Geotech. Eng. 2014, 3, 11–18.
269. Mannan, M.A.; Ganapathy, C.U. Engineering properties of concrete with oil palm shell as coarse aggregate. Constr. Build. Mater.

2002, 16, 29–34. [CrossRef]
270. Snelson, D.G.; Wild, S.; O’Farrell, M. Heat of hydration of Portland Cement-Metakaolin-Fly ash (PC-MK-PFA) blends. Cem. Concr.

Res. 2008, 38, 832–840. [CrossRef]
271. Sideris, K.K.; Savva, A.E.; Papayianni, J. Sulfate resistance and carbonation of plain and blended cements. Cem. Concr. Compos.

2006, 28, 47–56. [CrossRef]
272. Hong, D.L.H.; Mohammed, B.S.; Al-Fakih, A.; Wahab, M.M.A.; Liew, M.S.; Mugahed Amran, Y.H. Deformation properties of

rubberized ecc incorporating nano graphene using response surface methodology. Materials 2020, 13, 2831. [CrossRef]
273. Triantafillou, T.C. Textile Fibre Composites in Civil. Engineering, 1st edition; Woodhead Publishing: Sawston, UK, 2016; ISBN

9781782424697.
274. Flower, D.J.M.; Sanjayan, J.G. Greenhouse gas emissions due to concrete manufacture. Int. J. Life Cycle Assess. 2007, 12, 282–288.

[CrossRef]
275. Fediuk, R.; Pak, A.; Kuzmin, D. Fine-Grained Concrete of Composite Binder. In Proceedings of the IOP Conference Series:

Materials Science and Engineering, Birmingham, UK, 13–15 October 2017; IOP Publishing Ltd.: Bristol, UK, 2017.
276. Ren, X.; Qu, R.; Liu, S.; Zhao, H.; Wu, W.; Song, H.; Zheng, C.; Wu, X.; Gao, X. Synthesis of zeolites from coal fly ash for the

removal of harmful gaseous pollutants: A review. Aerosol Air Qual. Res. 2020, 20, 1127–1144. [CrossRef]

http://doi.org/10.1007/s10973-011-1479-8
http://doi.org/10.1016/j.conbuildmat.2011.08.011
http://doi.org/10.1016/0008-8846(86)90051-7
http://doi.org/10.1016/j.corsci.2012.06.028
http://doi.org/10.1016/j.conbuildmat.2013.04.015
http://doi.org/10.1016/S0950-0618(01)00030-7
http://doi.org/10.1016/j.cemconres.2008.01.004
http://doi.org/10.1016/j.cemconcomp.2005.09.001
http://doi.org/10.3390/ma13122831
http://doi.org/10.1065/lca2007.05.327
http://doi.org/10.4209/aaqr.2019.12.0651

	Introduction 
	Classification of Fly Ash 
	Source of FA Material 
	Clean Production 
	Chemical Composition 
	Typical Curing Regimes of Fly Ash-Based Concrete 
	Water Curing 
	Steam Curing 

	Physical Properties 
	Density 
	Specific Gravity (SG) and Grain Size 
	Strength Activity Index 
	Color 
	Particle Shape and Size 
	Fineness 
	Pozzolanic Activity 

	Fresh State Properties 
	Workability 
	Setting Time 
	Segregation and Bleeding 

	Mechanical Properties 
	Compressive Strength 
	Splitting Tensile and Flexural Strength 
	Modulus of Elasticity 

	Heat of Hydration 
	Utilizations of FA 
	Conclusions 
	References

